
Makita DLX2419T - 18V 2 Piece Brushless Drill/Wrench Combo Kit (2 x 5.0Ah)

Product Description

Includes

DHP486Z –  18V Brushless Hammer Driver  Drill
DTW300Z -  18V Brushless 1/2"  Impact  Wrench
2 X BL1850B –  5.0Ah Batteries
DC18RC –  Single Port  Rapid Charger
Kitbox

DHP486Z – 18V Brushless Hammer Driver Drill

Massive drilling capacity  with 152mm hole saw and 50mm auger bit  capacity
High powered Brushless motor  produces 141Nm peak torque
Compact  overall  length only 178mm for  use in  narrow work spaces
High durability  aluminium gear housing
Mechanical  2 speed gearing with all  metal  gear  construction

Impact  Rate
Hi:  0  -  31,500ipm
Lo:  0 -  8,250ipm

Max.  drilling capacities  in  masonry:  16mm
Max.  drilling capacities  in  steel:  13mm
Max.  drilling capacities  in  wood

Auger bit:  50mm
Self-feeding bit:  76mm
Hole saw: 152mm

Max.  lock torque:  125Nm
Max.  tightening torque

Hard:  130Nm
Soft:  65Nm

No Load Speed
Hi:  0  -  2,100rpm
Lo:  0 -  550rpm

Skin weight:  2.1kg
Voltage:  18V
Weight  (with battery):  2.7kg

Includes
Grip assembly (127701-6)
Depth rod (122576-8)
Belt  clip  (346317-0,  251314-2)
Bit  holder  (452947-8)
+ -  Bit  (784637-8)

DTW300Z - 18V Brushless 1/2" Impact Wrench



Variable speed trigger  & Quick Trigger mode which engages immediate full  speed
Forward & Reverse Automatic  Stop,  with 6 modes for  customised applications
High power in  a compact  design with 330Nm maximum fastening torque
4 stages of  impact  force enables the user  to set  the appropriate torque for  each application
eXtreme Protection Technology (XPT)  provides enhanced protection against  dust  and moisture

Drive Shank:  12.7mm (1/2”)  Square
Impact  Rate:  Max:  0 -  4,000ipm, High:  0 -  3,400ipm, Med:  0 -  2,600ipm, Soft:  1,800ipm
Max.  capacities  high tensile  bolt:  M10 -  M16
Max.  capacities  standard bolt:  M10 -  M20
Max.  fastening torque:  Max:  330Nm, Hard:  210Nm, Medium: 160Nm, Soft:  100Nm
No Load Speed:  Max:  0 -  3,200rpm, High:  0 -  2,600rpm, Medium: 0 -  1,800rpm, Soft:  0  -  1,000rpm
Nut busting torque:  580Nm
Overall  Length:  144mm
Skin weight:  1.2kg
Voltage:  18V
Weight  (with battery):  1.8kg


